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TEST CERTIFICATE

€1-16-04-01- 2

Product:

Manufacturer:

Order:

Test Met od:

Test Report:

Test Results:

Validity:

Dry process fibreboard (MDF) for internal use as a non-structural component in dry
conditions
type MDF (MDF El) according to EN 622-5 and
melamine faced MDF according EN 14322
nominal thickness 6-45 mm

Kronospan Sebes SA; Str. Mihail Kogalniceau, 59;
515800 Sebes Jud. Alba; Romania

Determination of Chemical properties of MDF
within the scope of the external Surveillance contract QP-07-04-02

Pentachlorphenol (PCP) acc. CEN/TR 14823 / Institute Standard ihd-W Q9
Migration of Elements (for melamine faced materials) acc. to EN 71-3: 2013

Surveillance report 2306 020 MDF El Chemical testing dated 1 April 2016

The tested boards fulfilled the requirements on the limiting value for the content of
PCP of 5 mg/kg according to the ChemVerbotsV § 1 (15) and the migration of ele-
ments according EN 71-3. For the boards there is no Obligation for labelling accord¬
ing to EN 13986 regarding the PCP content.

This certificate is valid for the Surveillance period tili 31 March 2017.

Dresden  1 April 2016
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Head of laboratory Engineer in Charge


