L USTIGHN

CEPTUDOUKAT
CERTIFICATE
3a TexHuyeckuTe nokasaTtenu Ha OSB 3, nponsBeaeHn B
Kporownax Bbarapua EOO[

For the technical indicators of OSB3

Mroun 3a Hocelyn KOHCTPYKLUMK 3a ynoTpeba BbB BnaxHa cpeaa BAC EN 300
Load-bearing board for use in humid conditions

mMeTopq 3a Mauckeanun / o6xeat Ha aebGenuHu
XapaKkTepucTHKa n3nNUTBake | eaAUHKLA Thichkness (mm, nominal)
test >10 and
property metot unit 6to10  |<18 18 to 25
Cnecudun4Ho Terno /densiti EN 323 Kg/m3 +15% +15% +15%
SIKOCT Ha orbBaHe
bending strength -no rnaeHara oc /major EN 310 N/mm2 22 20 18
- NO foNbNHMTENHATa oc/ minor EN310 | Nmm2 11 10 9
MOAYN Ha HaANbXHA enacTUYHOCT
modulus of elasticity
Npu orbBaHe No rnasHa oc /major EN 310 N/mm2 3500 3500 3500
npu orbBaHe No AoNbLNHUTENHA O¢ /minor EN 310 N/mm2 1400 1400 1400
SIKOCT Ha HanpeYeH onbH
internal bond EN 319 N/mm2 0.34 0.32 0,30
Habw6BaKe no gebenuya cneg 24 vaca
swelling in thicknes-24 h EN 317 % 15 15 15
AonycTUMKU OTKIMOHEHUA OT pasMepuTe
thickness tolerances
-no aebenuHa (3a wnadaHun) EN 324-1 mm +0,3 +0,3 10,3
-no aebenuHa (3a HewnaidaHn) EN 324-1 mm +0,8 £0,8 +0,8
dopmar Abrkuda /length EN 324-2 mm +3 13 +3
size wupoynHa /width EN 324-2 mm 3 13 +3
[onycTMOo OTKNOHEHUE OT NEPNEHTUKYNAPHOCTTA
squareness EN 324-2 | mm/m 2 2 2
CrabpXaHue Ha Bogja B nnovarta
moisture content EN 322 % 21012 2t012 2t012
CoabpxaHue Ha ceoBofeH dopmangexma
formaldehyd potential EN 120 Class E1 <8 mg/100g
uanonsseaHu nenuna / glueing carbamide formaldehyde/dyisocyanade/carbamide formaldehyde
[pyna ropuMocT - FOpUMH DIN 4102 B2
CSN
inflamability 730862 C3

CTOHHOCTHTE ca BaJIMIHE IPH OTHOCHTEITHA BIAXKHOCT Ha BBh3Ayxa 65% 1 TeMIeparypa Ha Bb3IyXa 20° C.
The values are characterized by a moisture content in the material corresponding to a relative humidity of 65%

and temperature of 20:C
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